Z K2 FASTENERS
STAINLESS STEEL FASTENERS
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FILE: 99D AN WASHERS 18-8 AN960 COMMERCIAL SERIES PAGE 1 OF 2
[.D. MAX MIN O.D. MAX MIN THICK| MAX MIN
STOCK | NOM ID ID NOM O.D. O.D. NOM | THK THK
C2 X 0.099 | 0.109 | 0.089 0.250 | 0.270 | 0.245 0.032 | 0.036 | 0.028
C2L X 0.099 | 0.109 | 0.089 0.250 | 0.270 | 0.245 0.016 | 0.019 | 0.013
C3 X 0.109 | 0.119 | 0.099 0.250 | 0.270 | 0.245 0.032 | 0.036 | 0.028
C3L X 0.109 | 0.119 | 0.099 0.250 | 0.270 | 0.245 0.016 | 0.019 | 0.013
C4 X 0.125 | 0.135 | 0.115 0.312 | 0.332 | 0.307 0.032 | 0.036 | 0.028
C4L X 0.125 | 0.135 | 0.115 0.312 | 0.332 | 0.307 0.016 | 0.019 | 0.013
C5 X 0.140 | 0.150 | 0.130 0.438 | 0.458 | 0.433 0.042  0.046 | 0.038
C6 X 0.149 | 0.159 | 0.139 0.375 | 0.395 | 0.370 0.032 | 0.036 | 0.028
C6L X 0.149 | 0.159 | 0.139 0.375 | 0.395 | 0.370 0.016 | 0.019 | 0.013
C8 X 0.174 H 0.184  0.164 0.375 | 0.395 | 0.370 0.032 | 0.036 | 0.028
C8L X 0.174 H 0.184 0.164 0.375 | 0.395 | 0.370 0.016 | 0.019 | 0.013
C10 X 0.203 | 0.213 | 0.193 0.437 | 0.457 | 0.432 0.063 | 0.069 | 0.057
Ci10L X 0.203 | 0.213 | 0.193 0.437 | 0.457 | 0.432 0.032 | 0.036 | 0.028
C416 X 0.265 | 0.275 | 0.255 0.500 | 0.520 | 0.495 0.063 | 0.069 | 0.057
C416L X 0.265 | 0.275 | 0.255 0.500 | 0.520 | 0.495 0.032 | 0.036 | 0.028
C516 X 0.328 | 0.338 | 0.318 0.562 | 0.582 | 0.557 0.063 | 0.069 | 0.057
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I.D. | MAX | MIN O.D. | MAX | MIN THICK| MAX | MIN

STOCK | NOM | ID ID NOM | O.D. | O.D. NOM | THK | THK

C516L X 0.328 | 0.338 | 0.318 0.562 | 0.582 | 0.557 0.032 | 0.036 | 0.028
C616 X 0.390 | 0.400 | 0.380 0.625 | 0.645 | 0.620 0.063 | 0.069 | 0.057
C616L X 0.390 | 0.400 | 0.380 0.625 | 0.645 | 0.620 0.032 | 0.036 | 0.028
C716 X 0.453 | 0.463 | 0.443 0.750 | 0.770 | 0.745 0.063 | 0.069 | 0.057
C816 X 0.516 | 0.526 | 0.506 0.875 | 0.895 | 0.870 0.063 | 0.069 | 0.057
C816L X 0.516 | 0.526 | 0.506 0.875 | 0.895 | 0.870 0.032 | 0.036 | 0.028
C916 X 0.578 | 0.588 | 0.568 1.062 | 1.082 | 1.057 0.063 | 0.069 | 0.057
C916L X 0.578 | 0.588 | 0.568 1.062 | 1.082 | 1.057 0.032 | 0.036 | 0.028
C1016 X 0.641 | 0.651 | 0.631 1.187 | 1.207 | 1.182 0.063 | 0.069 | 0.057
C1016L] X 0.641 | 0.651 | 0.631 1.187 | 1.207 | 1.182 0.032 | 0.036 | 0.028
C1216 X 0.766 | 0.776 | 0.756 1.312 | 1.332 | 1.307 0.090 | 0.097 | 0.083
C1216L] X 0.766 | 0.776 | 0.756 1.312 | 1.332 | 1.307 0.032 | 0.036 | 0.028
ID. | MAX | MIN O.D. | MAX | MIN THICK| MAX | MIN

STOCK | NOM | ID ID NOM | O.D. | O.D. NOM | THK | THK

C1416 X 0.890 | 0.900 | 0.880 1.500 | 1.520 | 1.495 0.090 | 0.097  0.083
C1626 X 1.016 | 1.026 | 1.006 1.750 | 1.770 | 1.745 0.032 | 0.036 | 0.028
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